











						


Frame 							Simplex


Stretch							5”


Weight 						190 lb.


Distribution 						45%-front; 55%-rear 	


Rake							30 Degrees


Trail 							 2.2  inches


Handle Bar 						 28   inches


Seat Height 						 23   inches 


Ground Clearance 					   4   inches


Crank shaft to ground					 10.5 inches 


Axle to ground					 12   inches


Front suspension					 leaf ; rear - rigid


Engine 						 ohv Tecumseh OHH-60


Bore/stroke						 2 51/64 X 1 15/16


Disp							 12 cubic inches - 200 cc


Starter							 Electric and kick


Primary						 Torque Converter Comet TAV-30 -


							       2.7 overall ratio


Final drive 						 Chain - 5 to 1


Wheels 						 18 X 3


Brakes 						 Drum


Top Speed 						 50 MPH @ 3600 RPM		
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The scooter came to be when I noticed that the Simplex frame and gas tank profile resembled the Indian profile.  We stretched the frame 1.75 inches in front and 3.25 inches in the rear, for a total of 53 inches wheelbase.  Wheels are 18 X 3.  For the fenders, we rolled 4 inch tubing to wheel circumference, cut out the bottoms and welded in 16 GA skirts.  The leaf spring front is from a snowmobile.  The 6 HP OHV Tecumseh fits the frame-well without modification and its slant design allows a low center of gravity.  It is compatible with the Comet TAV 30 Torque Converter which offers a wide range of ratios.  We used a stainless exhaust and Indian colors  





The scooter is not for sale and I do not intend to build another one.





Refer inquiries to bobd@bluemarble.net





Bob Decker


Ph.  812  --  837-9377				


